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Radiocommunications Advisory Guidelines (Managing Interference from Spectrum Licensed Transmitters — 700 MHz Band) Variation 2025 (No. 1)

The Australian Communications and Media Authority makes the following guidelines under section 262 of the Radiocommunications Act 1992.
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Member/General Manager

Australian Communications and Media Authority





Part 1	Preliminary

Radiocommunications Advisory Guidelines (Managing Interference from Spectrum Licensed 
Transmitters — 700 MHz Band) Variation 2025
DRAFT FOR CONSULTATION
1
[bookmark: _Toc65662151][bookmark: _Toc444596031]Part 1	Preliminary
[bookmark: _Toc65662152]1  Name
[bookmark: BKCheck15B_3]		This is  the Radiocommunications Advisory Guidelines (Managing Interference from Spectrum Licensed Transmitters – 700 MHz Band) Variation 2025.
[bookmark: _Toc444596032][bookmark: _Toc65662153]2  Commencement
		This instrument commences at the start of the day after the day it is registered on the Federal Register of Legislation. 
Note:	The Federal Register of Legislation may be accessed, free of charge, at www.legislation.gov.au.
[bookmark: _Toc444596033][bookmark: _Toc65662154]3  Authority
		This instrument is made under section 262 of the Radiocommunications Act 1992.
[bookmark: _Toc65662155]4  Variations
		The instrument that is specified in Schedule 1 is varied as set out in the applicable terms in that Schedule.

	



Section 1

[bookmark: _Toc65662158]Schedule 1—Variations
(section 4)
Radiocommunications Advisory Guidelines (Managing Interference from Spectrum Licenced Transmitters – 700 MHz Band) 2023 [F2023L00248]

[bookmark: _Toc65662161]Part 3	Television broadcast services
[bookmark: _Toc65662162]1  Section 8
	Omit “in areas where these channels are used”.
2  Section 9
	Repeal the section, substitute:
Section 9  Out-of-band emissions limits from transmitters in the 700 MHz lower band
		A limit of -42 dBm total radiated power averaged over an 8 MHz bandwidth is to apply to out-of-band emissions below the frequency of 694 MHz from radiocommunications transmitters operating in the 700 MHz lower band. 
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